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Technical changes reserved, 03/2023

The metaBOX 145S with its specific thermoformed insert has the [UN] certification to transport Lithium Ion batteries  

with > 100Wh capacity. 

External dimensions: 

396 x 296 x 145 mm

Inner dimensions:  

379 x 268 x 110 mm

Weight incl. insert:  1,76 kg

• Robust ABS case, meets the highest [UN3481] drop test requirements

• [UN] certification imprinted on the back side

• Connectable with all metaBOX case sizes

• Supplied with specific thermoformed insert 144233480 allowing to carry up to 4x CAS batteries 

(LiPower 4,0 Ah, LiPower 5,2 Ah, LiHD 5,5 Ah / 8,0 Ah / 10 Ah) and 1x double charger (ASC 145 

Duo) or 2x single charger (ASC 145 / ASC 55)

• Maximum allowed weight : 10 kg.

• This [UN] case can be carried on aircrafts with CAS batteries < 100 Wh (18 Volt: LiPower 4,0 Ah, 

LiPower 5,2 Ah, LiHD 5,5 Ah) (max. 5 kg of Batteries per Case). Please, always consult the A/C 

(Air Carrier) about their own rules and regulations.

• CAS batteries > 100 Wh (18 Volt: LiHD 5,5 Ah / 8,0 Ah / 10 Ah) can be carried on aircrafts (ref. 

IATA : Lithium Battery Guidance Document). Please, always consult the A/C (Air Carrier) about 

their own rules and regulations.

Carrying belt ConneCts to any

metaboX Case.

Cas 145s Case ConneCted to 185Xl  

metaboX Case

delivery Conditions: m145s [Un] Case + 

insert (w/o battery, w/o Charger)

PLASTON DETAILS

PLASTON metaBOX
[Un] Certified Cas battery Case (Cordless allianCe system)

http://www.plaston.com
https://www.cordless-alliance-system.de/

